
Sutorbilt® 8000 Series Vacuum Performance Data
SIZE DIA. INLET  

& OUTLET
DISPL. CU. 

FT./REV.
FULL RATED 

VACUUM
FULL RATED 

WET VACUUM RPM
8" Hg 10" Hg 12" Hg 14" Hg 16" Hg

CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

1008 8 1.1 16 24
1475 1424 31 1389 37 1353 44 1314 51 1215 57
1770 1748 38 1714 46 1678 54 1638 62 1540 70

1011 8 1.5 16 24
1475 1955 42 1911 50 1864 61 1813 70 1700 79
1770 2398 53 2353 64 2307 75 2256 85 2143 96

1013 10 1.8 16 24
1475 2355 50 2303 61 2248 72 2189 83 2055 94
1770 2886 63 2834 75 2779 88 2720 101 2586 114

1016* 10 2.2 16 24
1475 2898 62 2839 75 2775 89 2707 102 2539 115
1770 3547 78 3488 93 3424 109 3356 125 3188 140

1018* 10 2.4 16 24
1475 3173 68 3110 83 3043 97 2970 112 2789 126
1770 3881 86 3818 103 3751 120 3678 137 3497 154

1021* 12 2.8 16 24
1475 3721 78 3651 95 3577 112 3495 129 3289 146
1770 4547 98 4477 118 4402 138 4321 158 4115 178

1024* 14 3.3 16 21
1475 4386 91 4303 112 4215 132 4119 152 3876 172
1770 5959 114 5276 138 5188 162 5093 185 4849 209

1030* 14 4.1 16 16
1475 5449 115 5346 140 5237 165
1770 6659 144 6555 173 6446 203

1213 10 2.6 16 24
1160 2655 57 2592 69 2526 82 2455 94 2267 107
1460 3435 75 3372 91 3306 106 3235 121 3047 137

1216 10 3.1 16 24
1160 3180 69 3107 83 3032 98 2949 113 2716 128
1460 4110 92 4037 110 3962 128 3879 146 3646 164

1218* 12 3.6 16 24
1160 3709 79 3628 96 3543 113 3451 130 3183 148
1460 4789 104 4708 125 4623 147 4531 168 4263 189

1220* 12 4.0 16 24
1160 4140 88 4053 107 3962 126 3863 145 3619 164
1460 5340 117 5253 140 5162 164 5063 187 4819 211

1223* 14 4.5 16 24
1160 4678 98 4584 119 4485 141 4378 163 4109 184
1460 6028 129 5934 156 5835 183 5728 209 5459 236

1226* 14 5.0 16 23
1160 5209 109 5107 133 5000 157 4882 181 4586 205
1460 6709 145 6607 174 6500 204 6382 233 6086 263

1230* 16 6.0 16 20
1160 6251 131 6129 159 5999 188 5859 217
1460 8051 172 7929 208 7799 243 7659 279

1236* 16 7.1 16 16
1160 7397 156 7252 190 7099 224
1460 9527 207 9382 249 9229 291

Sutorbilt® 8000 Series Pressure Performance Data
SIZE DIA. INLET 

& OUTLET
DISPL. CU. 

FT./REV.
FULL RATED 
PRESSURE RPM

6 PSIG 8 PSIG 10 PSIG 12 PSIG 15 PSIG 18 PSIG
CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

1008 8 1.1 20.0
1475 1412 46 1380 60 1351 74 1325 1290 110 1203 131
1770 1737 57 1704 74 1676 91 1650 108 1615 134 1527 159

1011 8 1.5 20.0
1475 1942 64 1899 83 1862 103 1828 122 1783 151 1685 180
1770 2383 80 2341 103 2304 126 2271 150 2225 184 2127 219

1013 10 1.8 18.9
1475 2338 76 2288 99 2245 122 2206 145 2153 180 2037 215
1770 2869 94 2820 122 2776 150 2737 177 2684 219 2568 261

1016* 10 2.2 15.6
1475 2879 94 2822 122 2772 150 2727 178 2666 221
1770 3528 117 3471 151 3421 185 3376 219 3315 270

1018* 10 2.4 13.9
1475 3152 103 3092 134 3039 164 2992 195
1770 3860 128 3800 166 3747 203 3700 240

1021* 12 2.8 11.9
1475 3698 118 3631 154 3573 190
1770 4524 147 4457 191 4399 234

1024* 14 3.3 10.4
1475 4359 138 4280 181 4210 223
1770 5332 172 5253 223 5184 274

1030* 14 4.1 8.3
1475 5415 174 5317 227
1770 6625 217 6527 280

1213 10 2.6 20.0
1160 2634 86 2575 112 2523 139 2476 165 2412 204 2244 244
1460 3414 113 3355 147 3303 180 3256 213 3192 262 3024 312

1216 10 3.1 18.8
1160 3156 104 3088 135 3028 166 2974 198 2900 245 2689 292
1460 4086 137 4018 177 3958 216 3904 256 3830 315 3619 374

1218* 12 3.6 16.2
1160 3682 119 3606 155 3539 192 3478 228 3396 283
1460 4762 157 4686 202 4619 248 4558 294 4476 363

1220* 12 4.0 15.0
1160 4111 133 4029 173 3957 214 3892 254 3804 315
1460 5311 176 5229 226 5157 277 5092 328 5004 405

1223* 14 4.5 13.0
1160 4647 148 4559 193 4480 239 4410 284
1460 5997 194 5909 252 5830 309 5760 366

1226* 14 5.0 11.5
1160 5176 165 5079 216 4994 266
1460 6676 218 6579 282 6494 345

1230* 16 6.0 10.0
1160 6211 197 6095 258 5993 319
1460 8011 260 7895 336 7793 412

1236* 16 7.1 8.3
1160 7350 236 7212 308
1460 9480 312 9342 402

Performance based on inlet air at standard temperature of 68° F, an ambient pressure of 14.7 psia and 36% relative humidity.  
For performance at non-standard conditions, contact your authorized Gardner Denver representative.

*  Available with Quiet series option (Q Series). Q Series produces approximately 2% less flow and uses approximately 
2% less hp than the standard models based on equivalent operating conditions.



Performance Data

Sutorbilt® 8000 Series Vacuum 

SIZE DIA. INLET  
& OUTLET

DISPL. CU. 
FT./REV.

FULL RATED 
VACUUM

FULL RATED 
WET VACUUM RPM

8" Hg 10" Hg 12" Hg 14" Hg 16" Hg
CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

1421-Q 16/14 5.5 16 24
965 4807 101 4704 123 4595 146 4477 168 4159 191

1250 6403 138 6300 167 6192 195 6073 223 5755 252

1423-Q 16/14 6.0 16 24
965 5251 111 5141 135 5025 159 4899 184 4581 208

1250 6989 152 6879 183 6764 213 6637 244 6319 275

1426-Q 18/16 6.8 16 24
965 5971 126 5852 154 5727 181 5591 208 5238 236

1250 7938 174 7819 208 7694 243 7557 278 7205 312

1437-Q 24/20 9.7 16 19
965 8590 179 8424 219 8248 258 8057 298

1250 11412 246 11245 296 11071 346 10879 396

1442-Q 24/20 11.0 16 16
965 9718 204 9530 249 9331 294

1250 12910 282 12722 338 12524 394

1626-Q 20/18 8.7 16 24
880 7021 151 6857 184 6686 217 6498 250 6027 282

1100 9012 199 8848 239 8677 280 8489 320 8018 360

1630-Q 20/18 10.2 16 24
880 8147 176 7967 214 7778 251 7572 289 7082 327

1100 10444 233 10264 279 10075 325 9869 371 9378 417

1640-Q 24/20 13.7 16 20.4
880 10936 232 10707 283 10466 333 10203 384

1100 14000 306 13771 368 13530 430 13268 491

1648-Q 30/24 16.4 16 17
880 13118 276 12843 337 12554 398

1100 16794 362 16519 436 16230 511
1833-Q 24/20 14.5 16 24 1000 13275 290 13075 348 12860 406
1845-Q 30/24 19.4 16 20.4 1000 17900 387 17620 465 17359 544
2040-Q 30/24 21.3 16 24 900 17950 379 17730 456 17537 534
2048-Q 30/24 25.6 16 21.2 900 21550 446 21350 541 21093 635
2242-Q 30/24 27.0 16 24 800 20225 433 20003 520 19770 608
2254-Q 36/30 34.9 16 20.7 800 26175 549 25900 663 25611 776

Sutorbilt® 8000 Series Pressure

SIZE DIA. INLET 
& OUTLET

DISPL. CU. 
FT./REV.

FULL RATED 
PRESSURE RPM

6 PSIG 8 PSIG 10 PSIG 12 PSIG 15 PSIG 18 PSIG
CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP CFM BHP

1421-Q 16/14 5.5 16.7
965 4773 153 4676 200 4590 247 4512 294 4407 365

1250 6369 208 6272 269 6186 330 6108 391 6003 483

1423-Q 16/14 6.0 15.2
965 5215 167 5111 219 5019 270 4936 321 4824 398

1250 6953 228 6849 295 6758 361 6675 428 6563 528

1426-Q 18/16 6.8 13.5
965 5932 190 5820 249 5721 307 5631 365

1250 7899 261 7786 336 7687 412 7598 487

1437-Q 24/20 9.7 9.5
965 8536 271 8378 355

1250 11357 370 11200 478

1442-Q 24/20 11.0 8.3
965 9656 309 9478 403

1250 12848 423 12670 545

1626-Q 20/18 8.7 15.4
880 6967 229 6013 298 6677 367 6554 437 6388 541

1100 8958 300 8804 387 8668 473 8545 560 8379 690

1630-Q 20/18 10.2 13.3
880 8088 266 7918 346 7768 426 7633 506

1100 10385 350 10215 450 10065 550 9930 651

1640-Q 24/20 13.7 10.0
880 10860 351 10644 458 10453 565

1100 13925 460 13709 594 13518 728

1648-Q 30/24 16.4 8.3
880 13028 417 12768 545

1100 16704 544 16444 705
1833-Q 24/20 14.5 13.4 1000 13175 434 13015 562 12850 688 12700 814
1845-Q 30/24 19.4 10.0 1000 17816 582 17566 752 17345 921
2040-Q 30/24 21.3 12.5 900 17890 571 17697 738 17526 905 17372 1072
2048-Q 30/24 25.6 10.4 900 21517 674 21285 875 21080 1076
2242-Q 30/24 27.0 13.1 800 20160 651 19950 840 19750 1029 19580 1218
2254-Q 36/30 34.9 10.2 800 26117 828 25839 1071 25595 1315

Performance based on inlet air at standard temperature of 68° F, an ambient pressure of 14.7 psia and 36% relative humidity.  
For performance at non-standard conditions, contact your authorized Gardner Denver representative.




